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Product Article number 

Concrete 88252 

Hardener 48256 

 
PRODUCT DESCRIPTION  
Recoat Concrete is a clear, waterborne, matt coating which is suitable for various substrates.  
Recoat Concrete has excellent adhesive properties. After proper pre-treatment (depending on the substrate), the 
original colour will become visible and a permanent, transparent protective layer with a high surface tension will 
form. Recoat thereby protects concrete from persistent weather effects and dirt adhesion and, as such, is very 
easy to clean. In addition, Recoat Concrete is highly resistant to chemicals.  
 
AREA OF APPLICATION  
Recoat Concrete can be applied on all types of concrete substrates and many types of natural stone. Besides it 
can be applied to facade cladding such as Trespa, to all metals and even to glass. Recoat products are not 
permeable to water vapour and therefore not applicable on wood exteriors such as facade frames and other 
breathing substrates. We recommend to always perform a test area on the concerning substrate.  
 
Recoat coatings are applicable in many sectors, including real estate, infrastructure engineering and civil 
engineering. Due to its simplicity, the Recoat system is a sustainable and less expensive alternative for the long 
term maintenance and protection of many types of substrates.



Technical Properties 
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Base Clear waterborne 2K coating 

Approximate specific density. 1,25 KG/l  

Volume fixed percentage 46% 

Potlife bij 20°C 2 - 3 hours 

Application temperarture   10 - 30°C 

Relative humidity  A maximum of 80% 

Output 
Approx. 15 to 20 m2 is practical per litre of applied product, The 
output depends on the application method, roughness, structure and 
porosity of the substrate. 

Drying at 20°C Dust dry after 20 min/ dry to the touch or recoat after 2 hours / 
cleanable after 5 days. 

Thinning 
Water 10% - 20%. First mix base and hardener well, then thin an mix 
well again.  

Storage stability 
A maximum of 24 months in case of dry storage and a temperature of 
5°C to 30°C. 

Colour   Colourless 

Gloss Matt (3 GU) 

Mixing ratio 4 parts of Recoat base / 1 part of Recoat hardener 

VOC 
This product contains a maximum of 50 g/l of VOC. The product is 
suitable for indoor and outdoor use. EU limit for this product (cat. 
A/d): 140 g/l 

Application by means of  Brush, roller, HVLP, airmix 

Recommended spray setting air spray 
20 – 30 % thinned sprayed with 1.3 mm nozzle with 3 
bar spraypressure   

Recommended dry layer thickness Nat: 65 tot 85 micrometer, droog: 30 tot 40 micrometer. 

Hardening  
At least 7 days with a constant temperature of 20°C. Full cure can 
take longer due to varying temperatures. 

Application  Wear gloves and ensure sufficient ventilation 

Reiniging gereedschap Water and Recoat Cleaner 

Outdoor sustainability 
A warranty of up to 10 years, provided that the product is applied by a 
trained and recognized applicator, and depending on the condition of 
the substrate and normal maintenance 

Transport 
Storage, transport and processing temperature minimum 5 ° C and 
maximum 30 ° C with relative humidity of maximum 85% 

 
SELECTION AND PRETREATMENT OF THE SUBSTRATE  
Depends on the condition of the substrate. No residue may remain after cleaning, rinsing is therefore very 
important. Any problems in most cases are the result of insufficient cleaning or the use of wrong materials. The 
Recoat warranty will cease to apply in all of these cases. The final result depends on the treatment and the 
condition of the substrate. Recoat will not assume any responsibility for failures caused by insufficient cleaning or 
the use of wrong materials.



General information 
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Innovation 

Recoat Concrete is a highly sustainable, waterborne coating with an 
extremely high surface tension. The coating restores the colour and the 
condition of the substrate. Under normal circumstances, the layer will 
already be rainproof 30 minutes after application. If it rains, the surface will 
first turn white but will become transparent again when it dries. Recoat 
products can be repainted with other paint products.. 

Functionality 
Recoat products are easy to work with. They are highly dirt-repellent and 
water-repellent, making them very easy to clean. Recoat products are 
also highly resistant to chemicals. 

Market relevance 

Recoat products prevent further degradation of many substrates and also 
make them sustainable, delaying their replacement or making their 
replacement unnecessary. High maintenance costs are therefore in the 
past. Recoat coatings can be applied over other paint systems.  

Safety All Recoat products comply with the REACH standard. 

Environment 
Recoat products contain very small amounts of solvent and are produced 
to a large extent in accordance with the green chemistry method. 

Important information 

Recoat products are for professional use only. Specified processing and 
drying times are highly dependent on the conditions under which the 
product is used. It is of great importance that the applicator has sufficient 
knowledge of the substrate on which a specific product is applied. His 
knowledge and expertise determine the final result. Therefore no rights 
can be derived from these guidelines.  



Job Descriptions  
&  

Processing Conditions 
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Job description 

The substrate must be completely clean, dry and free of grease and other 
contaminants.  
Assessment of the substrate is very important. Absorbent substrates must 
be pre-treated with the Recoat Multi Primer. Recoat Multiprimer blank 
reduces consumption and ensures optimum performance of the end 
product. 
Try to apply a proper layer thickness of the coating and check this with a 
layer thickness comb. The finishing coat must be applied no later than 24 
hours after the application of the first layer. Always use the wet-on-wet 
approach.  
Products should be applied as ‘normal’ waterborne products; apply, divide 
and leave alone. You are advised to always perform a test application. 
Avoid working in the sun because of the quick drying.  
Never apply Recoat products without thinning it on beforehand.  

Processing conditions 

Surface temperature: 10-25°C. Painting temperature: 15-30°C. The 
temperature of the substrate must be at least 10°C above the dew point to 
avoid condensation. Do not apply the product under adverse (weather) 
conditions. Only add the thinner after mixing components A and B. The 
specified quantities of thinner are used at 20°C. At temperatures between 
10°C and 30°C, the standard hardener should generally be used. Between 
5°C and 10°C the fast hardener can be used for faster drying and 
hardening. Use of the fast hardener is not recommended at higher 
temperatures because the coating will dry too fast and moisture inclusion 
which among other things can lead to adhesion problems. The tasks 
mentioned above are dependent on sun and wind influences and only 
reflect experiences.  

 

 

 

General comment 

Recoat 2k coatings restore the colour of the substrate. Aesthetically, this is 
beautiful, but it is not desirable on every surface. With concrete and 
natural stone, for example, it is usually desirable for the substrate to retain 
its current colour. For this, pre-treatment with the Recoat Multi Primer is 
necessary. But if you want to darken the substrate you should use the 
same product twice (note: this is not possible with the anti-graffiti 
coatings). Always treat untreated substrates two times.  

Recoat 2k coatings restore the color of the substrate. Aesthetically this is 
nice, but not desirable with every surface. With concrete, for example, it is 
usually desirable for the substrate to retain its current color. Pre-treatment 
with Recoat Multi Primer is then necessary. Untreated surfaces must 
always be treated twice.  

The pre-treatment with Recoat Multi Primer simplifies your paint system. 
For further information also look at the product information sheet of 
Recoat Multi Primer  

Storage, transport and processing temperature minimum 5 ° C and 
maximum 30 ° C with relative humidity of maximum 85% 

 


